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TOP 650 LED HORTI PRO

The TOP 650 LED Horti PRO is a technical masterpiece in the field
of assimilation lighting. It is manufactured using the latest
technologies and production methods. The result is a highly
efficient, low-maintenance and reliable luminaire with a high
photon flux.

Optimol specializes in the
development and production of
highly efficient and innovative LED
lighting for greenhouse horticulture.
Our products are manufactured in
the Netherlands.

We keep the temperature of the LEDs
low by using high performance
heatsinks. This ensures even longer
lifetime and lower degradation
values.

Our lenses offer the highest light
uniformity. The result is a uniformly
grown end product. The LEDs are also
protected from moisture and minerals.

Power: 630 W (+-5%) 
Input voltage: 90 - 305 / 277 - 480 Vac 
Power Factor: >0,96 
Dimmable: 0-10V (LED Controller) 

Spectrum: Horti White 
Efficiency (380-740nm): 3.2 μmol/J - 3.4 μmol/J (dimmed)
Light output: 2.000 μmol/s 
Lifetime L90: 100.000 Hours

Cooling method: Passive 
Ingress Protection: IP 67 
Length: 334 mm 
Width: 260 mm 
Height: 168 mm 
Weight: 9,1 Kg 

PRODUCT SPECIFICATIONS



OPTIMOL TOP 200 LED HORTI PRO
The Optimol TOP 200 LED Horti PRO is a compact luminaire with
high photon output. Equipped with our new light spectrum, it is
the perfect lamp for growers opting for professional horticultural
lighting. This lamp also features the latest components protected
by waterproof LED lenses.

Power: 210 W (+-5%)  
Input voltage: 90 - 305 / 249 - 528 Vac  
Power Factor: >0,96 
Dimmable: 0-10V (LED Controller) 

Spectrum: Horti White 
Efficiency (380-740nm): 3.2 μmol/J - 3.4 μmol/J (dimmed) 
Light output: 650 μmol/s  
Lifetime L90: 100.000 Hours

Cooling method: Passive 
Ingress Protection: IP 67 
Length: 334 mm 
Width: 85 mm  
Height: 165 mm 
Weight: 3,2 Kg 

PRODUCT SPECIFICATIONS

OPTIMOL TOP 200 LED ECO

The Optimol TOP 200 LED ECO is a cost-effective solution for
lighting smaller areas. This professional luminaire of Dutch origin
is very reliable, has optimum light distribution and high efficiency.

Power: 150 W (+-5%) 
Input voltage: 90 - 305 / 249 - 528 Vac 
Power Factor: >0,96 
Dimmable: 0-10V (LED Controller) 

Spectrum: High White 
Efficiency (380-740nm): 2.7 μmol/J - 2.9 μmol/J (dimmed)
Light output: 400 μmol/s 
Lifetime L90: 50.000 Hours

Cooling method: Passive 
Ingress Protection: IP 67 
Length: 334 mm 
Width: 85 mm  
Height: 165 mm 
Weight: 3,2 Kg 

PRODUCT SPECIFICATIONS



Optimol LED 
De Kooihoek 16-J 
3751 LZ, Bunschoten
Nederland 
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